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GSXR 1000 03 MODEL
USE ORIGINAL FIXING
IN THIS HOLE WITH
GROMET SUPPLIED
BUT NO SPACER.

ALL OTHER MODELS &7 <
USE GROMET, SPACER
AND BOLT SUPPLIED





GSXR 750 2000-03 GSXR 1000

HUGGER
As a general rule a few moments checking the parts list and familiarising yourself with the kit will make fitting easier in the long run.  Remember whenever a part is fixed by using several nuts, bolts and screws they should be left loose until they are in place then tightened evenly.

1). Remove protective film on hugger.

2). Remove chain guard

3). Fit grommets into holes on hugger and spacers into grommets. NOTE: A SPACER IS NOT REQUIRED IN THE FRONT GROMMET OF HUGGER CHAINGUARD WITH THE GSXR1000 03 MODEL.
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4) Fit rubber strips to the inside of brackets supplied to protect the aluminium swing arm. See fig 3.

5). Slide the hugger over rear wheel and line up holes on the chain guard side. Use the M6 X 20 socket screws to attach hugger to swing arm in place of chain guard and onto brackets using M6 flange nuts. SEE FIG 1 NOTE: USE ORIGINAL SUZUKI FIXING THROUGH FRONT GROMMET OF HUGGER CHAINGUARD WITH SUZUKI GSXR1000 03 MODEL. 
6). Check clearance with the hugger and rear tyre then tighten all fasteners.

REMEMBER TO TIGHTEN ALL FASTENERS AND CHECK CLEARANCE WITH TYRE.

Parts List

	ITEM
	DESCRIPTION
	QTY

	1
	REAR HUGGER INCORPORATING CHAIN GUARD
	1

	2
	M6 X 20 SOCKET HEAD SCREW
	4

	3
	GROMMETS
	4

	4
	SPACERS 
	4

	5
	BLACK RUBBER STRIP (110MM LONG)
	2

	6
	BLACK RUBBER STRIP (60MM LONG)
	2

	7
	MOUNTING BRACKETS
	2

	8
	M6 FLANGE NUTS
	2
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