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R6 2003+

HUGGER
When fitting your Powerbronze product it will help you to use your motorcycle manual for disassembly and re-assembly of your motorcycle.  You will need a set of spanners, sockets, alan keys & screwdrivers.

As a general rule a few moments checking the parts list and familiarising yourself with the kit will make fitting easier in the long run.  Remember whenever a part is fixed using several nuts, bolts or screws they should be left loose until they are all in place then tightened evenly.

1). Remove the original hugger from the swinging arm by removing the three fixing bolts and brake hose guide attached to right hand side of original hugger.
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2). Remove film on rear hugger.

3). Fit grommets into holes on rear hugger and spacers inside the grommets.

4). Fit the hugger onto the swinging arm using the original fixing bolts. Re fit the brake hose guide to hugger.

5). Check clearance between hugger and tyre.

MAKE SURE THERE IS ENOUGH CLEARANCE BETWEEN TYRE & HUGGER.
IMPORTANT:

Always check alignment of rear hugger and mounting bolt tension periodically.

Parts List

	ITEM
	DESCRIPTION
	PART NO. 
	D
	QTY

	1
	HUGGER SHELL
	R6/03
	
	1

	2
	SPACER
	F036
	34
	3

	3
	CUSHION GROMMET
	F029
	
	3


