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SV 650 99-02

HUGGER
When fitting your Powerbronze product it will help you to use your motorcycle manual for disassembly and re-assembly of your motorcycle.  You will need a set of spanners, sockets & screwdrivers.

As a general rule a few moments checking the parts list and familiarising yourself with the kit will make fitting easier in the long run.  Remember whenever a part is fixed using several nuts, bolts or screws they should be left loose until they are all in place then tightened evenly.
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1). Remove chain cover.

2). Insert rubber grommets and spacers into hugger.

3). Unbolt brake hose clip on swing arm.

4). Place hugger bracket inside of swing arm so that the large hole is over the thread in the swing arm.

5). Put the brake hose clip back over the top large hole in hugger bracket use the original bolt to secure.

6). Fit hugger onto chainguard mounting points and over hugger bracket using M6 X 20mm sochet screws and flange nuts supplied.

7). Make sure all screws and bolts are tight and that there is clearance with the tyre.

The enlarged holes in the bracket will allow fine adjustment.

MAKE SURE THERE IS ENOUGH CLEARANCE BETWEEN TYRE, HUGGER AND BRACKET.
IMPORTANT:

Always check alignment of rear hugger and mounting bolt tension periodically.

Parts List

	ITEM
	DESCRIPTION
	PART NO. 
	D
	QTY

	1
	HUGGER SHELL
	
	
	1

	2
	M6 X 20 SOCKET SCREWS
	F006
	31
	4

	3
	CUSHION GROMMETS
	F029
	
	4

	4
	SPACERS
	F036
	34
	4

	5
	BRACKET
	
	
	1

	6
	M6 FLANGE NUT
	F015
	17
	2
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