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CBR 900 2000-2001

SEAT COWL
1) [image: image1.png]Powerbronze



Open passenger seat and remove original seat from hinge by removing the two nuts.

2) Unhook spring from hinge.

3) Position hinge bracket in cowl as shown in fig 1 using hex head bolts, washers and flange nuts. Leave bolts finger tight until finally adjusted.

4) Fit seat pad using flange nuts.

5) Mount Seat Cowl to hinge using hex head bolts, washers and flange nuts as shown in Fig 2. Leave bolts loose until after finally adjusted.

6) Mount latch bracket as shown using socket screw & 3 flange nuts as shown.

7) Adjust position of Seat Cowl on hinge and tighten bolts. Be careful not to over tighten.
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fig 1 Seat Cowl showing position of hinge bracket and latch bracket




[image: image3.jpg]fig 2 Seat Cowl fitted to hinge




Parts List

	ITEM
	DESCRIPTION
	PART NO.
	D
	QTY

	1
	SEAT COWL
	
	
	1

	2
	SEAT PAD
	
	
	1

	3
	LATCH BRACKET
	CBR9 20-03 SC
	
	1

	4
	HINGE BRACKET
	CBR9 20-01 SC
	
	1

	5
	SOCKET SCREW
	M6 X 30
	33
	1

	6
	FLANGE NUT 
	M6
	17
	9

	7
	HEX HEAD BOLT
	M6 X 16
	26
	4

	8
	WASHERS
	M6 SMALL
	20
	4


