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CB 1300

TAIL GUARD
1) Remove seat from bike.

2) Remove original tail unit/bodywork.

3) Unbolt numberplate/indicator portion of undertray as shown in fig 1.

4) Cut original undertray as shown in fig 2
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5) Place new Tailguard in position and refit tail unit/bodywork to bike. Use the original bolts in tail unit/bodywork. Use spacer washers as indicated in fig 1.

6) Attach Tailguard to the tail unit/bodywork using 5mm plastic nuts and bolts supplied.

7) Attach Powerbronze Tailguard at front by drilling through original undertray and new Powerbronze Tailguard, from inside bike. Use 5mm plastic nut and bolt supplied see fig3.

8) Reconnect all electrical components and ensure all bolts are tight.

9) We recommend Powerbronze LED or mini halogen indicators with this product.

Parts List

	ITEM
	DESCRIPTION
	PART NO.
	D
	QTY

	1
	TAIL GUARD
	
	
	1

	2
	PLASTIC BOLT
	M5 X 20
	2
	3

	3
	PLASTIC NUT
	M5
	1
	3

	4
	BLUE FEMALE SPADE CONNECTORS
	
	81
	2

	5
	SPACER WASHER 
	M8 SMALL
	42
	6

	6
	TAILGUARD INDICATOR FITTING KIT
	
	
	1
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