Issue 1 12/03


[image: image5.jpg]fig 2 showing lock barel and
numberplate light fitted to Tailguard





CB 600 HORNET 2003-04

TAIL GUARD L.E.D LIGHTS                                                    
1). Remove tool kit, battery, electrical boxes & connectors and all other retained items fastened to the black plastic under seat panel.

2). Remove number plate & indicators.

3). Remove all fasteners & retaining clips where applicable, including lock barrel.

4). Remove outer rear bodywork including side panels and original undertray.

5). Remove numberplate light from original undertray.

6). Cut the black plastic original undertray as shown in fig 1. This removes the mudguard section of the original unit. 

7). Re position original undertray on bike.

8). Fit lock barrel into Tailguard. Fit numberplate light to Tailguard using Dual Lock provided. See fig 2.

9). Locate Tailguard over original undertray and fix with M5 x 16 plastic screws and nuts supplied to rear of subframe. See fig 3.

10). Reconnect lock cable.

11). Carefully refit outer rear bodywork, including side panels and grab rail.

12). Refit tool kit, battery, electrical boxes, connectors and all other retained items to the original undertray.

(We have supplied tie raps and clips for securing misc. electrical items)

13). Wire the new tail light to existing wiring using spade connectors supplied as follows.

Wiring code

	COLOUR OF WIRE ON BIKE


	COLOUR OF WIRE ON TAILGUARD

	BROWN
	YELLOW

	GREEN WITH THIN YELLOW TRACE
	BLUE

	GREEN 
	GREEN
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14). Ensure that tailguard is secure & refit seat. Once fixed in place ensure that the 

tailguard cannot work lose when vibration occurs under normal use. 

15). Due to the high level exhaust system you will need to fit the indicator bracket supplied further down the numberplate. We would recommend large, heavy indicators are not mounted this way. If required a separate Powerbronze stainless steel numberplate/indicator bracket as shown in fig 4 can be fitted as an optional extra.
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fig 3 showing rear of subframe




	[image: image4.jpg]fig 4 Optional indi numberplate
bracket (not suppl







Parts List

	ITEM
	DESCRIPTION
	PART NO.
	D
	QTY

	1
	TAIL GUARD
	
	
	1

	2
	CABLE TIE
	
	79
	4

	3
	PLASTIC BOLT
	M5 X 16
	2
	2

	4
	PLASTIC NUT
	M5 
	1
	2

	5
	DUAL LOCK
	
	75
	4

	6
	SPADE CONNECTOR
	T302
	81
	3

	7
	BLADE CONNECTOR
	T502
	83
	3

	8
	TAILGUARD INDICATOR FITTING KIT
	
	
	1
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