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ZX9R F1P/F2P 2002-03

TAIL GUARD
1) Remove front seat (refer to manual) and rear seat

2) Remove original tail unit/bodywork disconnecting tail light wiring.

3) Unbolt numberplate/indicator portion of undertray see fig 1, disconnecting indicator wiring and unclipping attached relay.
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fig 1 showing removed section of undertray
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fig 2 showing Tailguard fitted
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4) Refit tail unit/bodywork to bike.

5) Place new Tailguard in position and secure using two M5 x 16 plastic screws and nuts supplied.

6) For added security fix front of Tailguard using M6 x 20screw and nut supplied by drilling a 6mm hole through original undertray and Tailguard.

7) Secure relay removed earlier to subframe of bike with cable tie supplied.

Parts List

	ITEM
	DESCRIPTION
	PART NO.
	D
	QTY

	1
	TAIL GUARD
	
	
	1

	2
	PLASTIC BOLT
	M6 X 20
	13
	1

	3
	PLASTIC NUT
	M6
	12
	1

	4
	PLASTIC BOLT 
	M5 x 16
	2
	2

	5
	PLASTIC NUT
	M5
	1
	2

	6
	CABLE TIE LARGE
	
	111
	1

	7
	TAILGUARD INDICATOR FITTING KIT
	
	
	1
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